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ALL RIGHTS OF CHANGE RESERVED

two-valve manifolds

man21 series | 2-valve manifold for remote mounting

applications

 - Designed for static pressure measurement by remote 
mounting to pressure gauge or transmitter

 - Ideally suited for isolation, calibration and purge 
of pressure gauges and transmitters, or liquid level 
applications

KeY features 

 - Consists of one block valve and one bleed valve
 - ¼” female test / vent connection with screw plug 
included

product configurator

connections serie type needle tip material packing material body material thread options

8f man2 1 0 0 ss n 10K
Inlet: 1/2 female
Outlet: 1/2 female

8f 2 valve 
manifold

man2 Remote 
manifold

1 316 Ti 
(default)

0 PTFE (default) 0 Stainless Steel 
316/316L

ss NPT n 689 bar
10.000 psi

10K

Stellite 1 Graphite 1 Carbon steel cs BSPT t Oxygen service do

PCTFE 2 Alloy 400 m4 BSPP g Hydrogen 
service

dH

POM 3 Duplex du Anti-tamper 
head unit

at

SuperDuplex sd Bellows sealed 
type

bt

Alloy C-276 H6 Lockable type lt

6 Mo sm Sour gas 
service

sr

Titanium Gr. 2 ti

Alloy 825 i8

Alloy 625 i6

Test / Vent
Instrument

Process
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ALL RIGHTS OF CHANGE RESERVED

TWO-VALVE MANIFOLDS

product configurator

connections serie type needle tip material packing material body material thread options

8ffa man2 2 0 0 ss n 10K
Inlet: 1/2” female 
Outlet: flange

8ffa 2 valve 
manifold

man2 Direct mount 
manifold

2 316 Ti 
(default)

0 PTFE (default) 0 Stainless Steel 
316/316L

ss NPT n 689 bar
10.000 psi

10K

Stellite 1 Graphite 1 Carbon steel cs BSPT t Oxygen service do

PCTFE 2 Alloy 400 m4 BSPP g Hydrogen 
service

dH

POM 3 Duplex du Anti-tamper 
head unit

at

SuperDuplex sd Bellows sealed 
type

bt

Alloy C-276 H6 Lockable type lt

6 Mo sm Sour gas 
service

sr

Titanium Gr. 2 ti

Alloy 825 i8

Alloy 625 i6

man22 series | 2-valve manifold for direct mounting

applications

 - Designed for static pressure measurement by direct 
mounting to pressure gauge or transmitter

 - Ideally suited for isolation, calibration and 
purge of pressure gauges and transmitters, 
or liquid level applications 

KeY features 

 - Consists of one block valve and one bleed valve
 - Presents a flanged connection on the instrument side, 
according to IEC 61518, typeA

 - ¼” female test / vent connection with screw plug 
included

Test / Vent
Instrument

Process
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ALL RIGHTS OF CHANGE RESERVED

TWO-VALVE MANIFOLDS

man23 series | blocK and bleed valve

applications

 - Designed for static pressure measurement by 
remote mounting to pressure gauge or transmitter

 - Ideally suited for isolation, calibration and 
purge of pressure gauges and transmitters, 
or liquid level applications 

KeY features 

 - Consists of one block valve and one bleed valve
 - Compact design, minimal space needed 
for installation and operation

 - ¼” female test / vent connection 
with screw plug included

product configurator

connections serie type needle tip material packing material body material thread options

8f man2 3 0 0 ss n 10K
Inlet: 1/2” female
Outlet: 1/2” female

8f 2 valve 
manifold

man2 Block and 
bleed valve

3 316 Ti 
(default)

0 PTFE 
(default)

0 Stainless Steel 
316/316L

ss NPT n 689 bar
10.000 psi

10K

Inlet: 1/2” male
Outlet: 1/2” female

8m8f Stellite 1 Graphite 1 Carbon steel cs BSPT t Oxygen service do

Inlet: 1/2” female
Outlet: 1/2” male

8f8m PCTFE 2 Alloy 400 m4 BSPP g Hydrogen 
service

dH

Inlet: 1/2” male
Outlet: 1/2” male

8m POM 3 Duplex du Anti-tamper 
head unit

at

SuperDuplex sd Bellows sealed 
type

bt

Alloy C-276 H6 Lockable type lt

6 Mo sm Sour gas 
service

sr

Titanium Gr. 2 ti

Alloy 825 i8

Alloy 625 i6

Test / Vent
Instrument

Process
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ALL RIGHTS OF CHANGE RESERVED

TWO-VALVE MANIFOLDS

product configurator

connections serie type needle tip material packing material body material thread options

8f man2 4 0 0 ss n 10K
Inlet: 1/2” female
Outlet: 1/2” female

8f 2 valve 
manifold

man2 Multiport 
valve

4 316 Ti 
(default)

0 PTFE (default) 0 Stainless Steel 
316/316L

ss NPT n 689 bar
10.000 psi

10K

Inlet: 1/2” male
Outlet: 1/2” female

8m8f Stellite 1 Graphite 1 Carbon steel cs BSPT t Oxygen service do

PCTFE 2 Alloy 400 m4 BSPP g Hydrogen 
service

dH

POM 3 Duplex du Anti-tamper 
head unit

at

SuperDuplex sd Bellows sealed 
type

bt

Alloy C-276 H6 Lockable type lt

6 Mo sm Sour gas 
service

sr

Titanium Gr. 2 ti

Alloy 825 i8

Alloy 625 i6

series man24 | multiport valve

applications

 - Designed for static pressure measurement 
by direct mounting to pressure gauge

 - Ideally suited for isolation, calibration and 
purge of pressure gauges and transmitters, 
or liquid level applications

KeY features 

 - Consists of one block valve and one bleed valve
 - Compact design, minimal space needed 
for installation and operation

 - ¼” female test / vent connection 
with screw plug included

Test / Vent

Instrument

Process

 MAN24 series is a variant of the MAN23 series 
with three 1/2” female instrument connections
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20 two-valve manifolds

man25 series | 2-valve manifold 180° design

applications

 - Designed for static pressure measurement by 
remote mounting to pressure gauge or transmitter

 - Ideally suited for isolation, calibration and 
purge of pressure gauges and transmitters, 
or liquid level applications

KeY features 

 - Consists of one block valve and one bleed valve
 - ¼” female test / vent connection 
with screw plug included

product configurator

connections serie type needle tip material packing material body material thread options

8f man2 5 0 0 ss n 10K
Inlet: 1/2” female
Outlet: 1/2” female

8f 2 valve 
manifold

man3 180° 
Design

5 316 Ti 
(default)

0 PTFE (default) 0 Stainless Steel 
316/316L

ss NPT n 689 bar
10.000 psi

10K

Stellite 1 Graphite 1 Carbon steel cs BSPT t Oxygen service do

PCTFE 2 Alloy 400 m4 BSPP g Hydrogen 
service

dH

POM 3 Duplex du Anti-tamper 
head unit

at

SuperDuplex sd Bellows sealed 
type

bt

Alloy C-276 H6 Lockable type lt

6 Mo sm Sour gas 
service

sr

Titanium Gr. 2 ti

Alloy 825 i8

Alloy 625 i6

Test / Vent
Instrument

Process

 MAN25 series is a variant of the MAN21 
series with a specific design adapted to 
cases of space constraints
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