34 DUAL STAGE HIGH-PRESSURE REGULATORS

SERIES D 215  DUAL STAGE HP REGULATOR

WWW.TEESING.COM

. APPLICATIONS KEY FEATURES
- Diaphragm dual stage
- Purity up t0 6.0 - Designed for cylinder regulator applications. - The D 215 requlator is based on the high-performing
- Inlet pressure: - Ideally suited for pure, inert and mildly corrosive gas § 215 technology but delivers superior outlet pressure
200 (2900 psi) . applications requiring a very stable outlet pressure. stability.
or 300 bar (4350 psi) - Accurate pressure control for reliable service and
- Outlet pressure: guarantees a stable outlet pressure.
1/3/8/16 bar - Compact, ergonomic and lightweight.

14.5/44/116/232 psi

# Compact and light-
weight design
* Tinlet/ 1 outlet
* 0, application compatible
* Inlet/outlet pressure gauges
* 1 safety relief valve

Special requirements on request
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DUAL STAGE HIGH-PRE

SPECIFICATIONS

WWW.TEESING.COM

Female ports 16x1.336 (inlet) - G3 (outlet) Weight +1,45kg Inlet pressure 200 bar / 300 bar
or ) +3.2lbs 2900 psi / 4350 psi
4 NPT (inlet/outlet)
Seatseal P(TFE Leak rate 10 mbar £/s He Outlet pressure 1/3/8/16bar
14.5/44/116/232 psi
0-ring EPDM - Standard Temperature range - 20°C to + 60°C Nominal Flow 0,4/1,2/2,9/3,5
NBR -4°F to + 140°F Nm?/h (N,)
FPM
Diaphragm AIS| 304 Gauges High and low pressure Oxygen use QK for brass and stainless steel
(Y4NPTorM10x 1)
FLOW CURVES
FLOW CURVE D 215-1 REGULATOR FLOW CURVE D 215-3 REGULATOR
PRESSURE SET: 1bar/ 15 psi PRESSURE PRESSURE SET: 3 bar/43.5 psi PRESSURE
bar 0.5 bar /7.25 psi psi bar 1,5 bar/21.75 psi psi
15 21,75 4.0 29
Blue line P1 =200 bar / 2900 psi Blue line P1 =200 bar / 2900 psi
Red line P1 =100 bar / 1450 psi 35 Red line P1 =100 bar / 1450 psi
= Green line P1 =50 bar /725 psi = Green line P1 =150 bar /725 psi
o 2 3.0 21.75
= =
g so g \\
E E 25
E‘ E‘ 2.0 145
g g 1.5
- 7,25 =
E E 1.0 \\ 7.25
3 3
0.5
0,0 0,00 0.0 0
0 1 2 3 4 5 6 7 8 9 10 0 5 10 15 20 25 30
(16.6) (33.2) (50) (66.6)  (83.3) (100) (116) (133) (150) (166) (83) (168) (250) (333) (416) (500)
FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,) FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,)
FLOW CURVE D215-8 REGULATOR FLOW CURVE D 215-16 REGULATOR
PRESSURE SET: 8 bar/ 116 psi PRESSURE PRESSURE SET: 16 bar / 250 psi PRESSURE
bar 4bar / 58 psi psi bar 8bar /116 psi psi

2bar /29 psi

Blue line P1=200bar /2900 psi | 4395
Red line P1 =100 bar / 1450 psi
Green line P1=>50bar /725 psi | "¢

OUTLET PRESSURE- bar and psi

4
3 —\ 435
2 29

4bar/ 58 psi

® N Ed

OUTLET PRESSURE- bar and psi

IS

Blue line P1 = 200 bar / 2900 psi
Red line P1 =100 bar / 1450 psi
Green line P1= 25 bar /362.5 psi f 2

1 : : S 14.5

5 10 15 20 25 30 35 40 45 50
(83) (1686) (250) (333) (417) (500) (583) (666) (750) (833)

5 10 20 25 30 35 40 45 50
(83) (167) (250) (333) (417) (500) (583) (667) (750) (833)

FLOW RATE - Nm?/h (NIpm) in Nitrogen (N,) FLOW RATE - Nm?/h (NIpm) in Nitrogen (N,)

PRODUCT CONFIGURATOR
X . . . Ports
[ e e Py ey g
Chrome L 200 bar 200 1 bar 1 5ports 5 16x1.336 16 EPDM-Standard Without 0 Standard A
plated brass 2900 psi 14.5 psi - -G%
Stainless | 300 bar 300 3 bar 3 6ports 6 NPT-% N NBR With 1 Reverse R
steel 4350 psi 44 psi NPT inlet/outlet
8 bar 8 FPM
116 psi || -
16 bar 16
22psi
ALL RIGHTS OF CHANGE RESERVED * RQTAR EX
* * EQUIPMENT
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36 DUAL STAGE HIGH-PRESSURE REGULATORS

SERIES D 230 DUAL STAGE HP REGULATOR

WWW.TEESING.COM

. APPLICATIONS KEY FEATURES
- Piston/bellow dual stage
- Purityup 106.0 - Designed for cylinder regulator applications. - The D 230 requlator is based on the S 20
- Inlet pressure: - |deally suited for pure, inert and mildly corrosive gas proven bellow technology.
200 bar (2900 psi) applications requiring a very stable outlet pressure - Accurate pressure control for reliable service and
- Outlet pressure: together with a very sensitive set up of this outlet guarantees a stable outlet pressure due to the
1/3/10bar pressure. combination of the piston and bellow technology.
14.5/44/145psi - Compact and lightweight design.

- Fixed outlet pressure version available.
* Compact and light-
weight design
* Tinlet/2 outlets
* 0, application compatible
(brass only)
* Inlet/outlet pressure gauges
* 1 safety relief valve

Special requirements on request

172,5mm/ (6.79") 80mm/(3.15")

®50mm~ (1.97")
21,5mm/ (0.85") a0

120,5mm (4.74")

©30,5mm/ (1.2")

® 45 mm / (1.77")

2x 10-32 UNF
2x M5

ALL RIGHTS OF CHANGE RESERVED
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DUAL STAGE HIGH-PRE

SPECIFICATIONS
WWW.TEESING.COM
Female ports 16x1.336 (inlet) - G3 (outlet) Weight +1,6kg Inlet pressure 200 bar
or : +3.51bs 2900 psi
VaNPT (inlet/outlet)
Seatseal PTFE Leak rate 10 mbar £/s He Outlet pressure 1/3/10 bar
0-ting EPDM - Standard 145447145 psi
NBR
FPM Temperature range - 20°C to + 60°C Nominal Flow 2/2,35/3,5
_ 0 O
Piston Brass (Brass version) #Fto-+ 140°F Nm'/h (N;)
AISI 316L (SS version .
( ) Gauges High and low pressure Oxygenuse Brass only
Below Bronze or (M10x 1 0r % NPT)
AISI 316L (SS version)
FLOW CURVES
FLOW CURVE D 230-1 REGULATOR FLOW CURVE D 230-3 REGULATOR
PRESSURE SET: 1bar / 14.5 psi PRESSURE PRESSURE SET:3 bar /43,5 psi PRESSURE
bar psi bar 1,5 bar /21.75 psi psi
12 174 5 725
E_ 1 \ 145 E_ . "
E 08 16 ; N — 435
E E 2 29
§ Blue line P1 =200 bar / 2900 psi % 1 Blue line P1 =200 bar / 2900 psi | 145
o2 Red line P1=100 bar / 1450 psi | ** Red line P1=100 bar / 1450 psi
Green line P1= 50 bar / 725 psi Green line P1 =50 bar /725 psi
0 0 0 0
’ (*17i (323) 1530) (53) ¢ (117) (12':) (323; (Azj; (530; (:;) (e;;
FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,) FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,)
FLOW CURVE D 230-10 REGULATOR
PRESSURE SET: 10 bar / 145 psi PRESSURE
bar 5bar/72.5 psi psi
2,5bar/36.25 psi
12 174
1 159,5
2 10 145
E 9 S N 1305
_’E 8 116
:‘ 7 1015
a 6 87
E 5 725
E 4 58
3 ° Blue line P1= 200 bar /2900 psi | -~
Red line P1= 100 bar /1450 psi [ *°
! Green line P1=50bar /725 psi [ '*®
0 ]
¢ (1 6‘66) 13;33) (4;95) (6:3 66) (;3_33; 11600) “ ZGBS} 11533.33) HQSOD “ S‘SHGS)
FLOW RATE - Nm?/h (NIpm) in Nitrogen (N,)
PRODUCT CONFIGURATOR
Body Material Outlet Pressure End Connections 0-ring Material Gauges Handwheel
Chromeplated L 1bar 1 In:16x1.336 16 EPDM - Standard Without 0  With-standard H
brass 14.5 psi Out: G%
Stainless steel 1 3 bar_ 3 In:NPTY% NG NBR With 1 Without (fixed FX
44 psi Out:G¥% outlet pressure)
10 bar 10 NPT N FPM
145 psi (inlet/Outlet)
ALL RIGHTS OF CHANGE RESERVED * ROTAREX
* * EQUIPMENT
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38 DUAL STAGE HIGH-PRESSURE REGULATORS

SERIES D 230-0.1 DUAL STAGE HP REGULATOR

WWW.TEESING.COM

. . APPLICATIONS KEY FEATURES

- Piston/diaphragm dual
stage - Designed for cylinder regulator applications. - The DL 230-0.1 regulator is based on the SL 20-0.1

- Purity up ©0.6.0 - Ideally suited for pure, inert and mildly corrosive gas proven low pressure regulator.

- Inlet pressure: applications requiring a very stable, very sensitive - Guarantees a stable low flow due to the combination
200 bar (2900 psi) and very low outlet pressure. of the piston and diaphragm technologies.

- Outlet pressure: - The rear threads can be used for wall mounting.
0,01-0,1 bar - Can also be equipped with a needle or shut off valve
0.14-1.45 psi at the outlet.

* Compactand
lightweight design
* Tinlet/2 outlets
* 0, application compatible
(brass only)
* Inlet/outlet pressure gauges
* 1 safety relief valve

Special requirements on request

Rear inlet view - with cylinder connector
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DUAL STAGE HIGH-PRE

SPECIFICATIONS
WWW.TEESING.COM
Female ports 16 1.336 (inlet) - G35 (outlet) Weight +1,5kg Inlet pressure 200 bar
Ya NH ginlet}— Gl%)(outlet) +3.31lbs 2900 psi
Ya inlet/outlet
-8
Seatseal PTFE Leakrate 10° mbar ¢/s He Outlet pressure 0,01/0,1 bar
0-ring EPDM - Standard 0.14/1.45 psi
'IQIPBI\IEI Temperature range :ﬁgFE otciF -|-1 ggng Nominal Flow 0,5 Nm/h (N,)
Piston Brass (Brass version)
AISI 316L (SS version) Gauges High and low pressure CRFGEnSE] Brass only
1,
Diaphragm A|S| 304 (M10xT or Y NPT)
FLOW CURVES
FLOW CURVE D 230-0.1 REGULATOR
:n:ssunz SET: 0,1 bar / 1.45 psi PRESSURE
ar psi
0.15
Blue line P1=200bar /2900 psi - 2.03
Red line P1=100 bar / 1450 psi
Green line P1 =50 bar / 725 psi
1.74
_ 040 L 1.45
§ r 1.16
E r 0.87
E 0.05
E 0.58
0.29
0.00 ‘ 0
0 1 15 2
(8) (17) (25) (33)

FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,)

PRODUCT CONFIGURATOR
End Connections 0-ring Material Gauges
Chrome plated L In: 16 x 1.336 16 EPDM - standard Without 0
brass Out: G%
Stainless steel | In: NPT % NG NBR With 1
Out: G%
NPT %4 N FPM
(inlet/outlet)

ALL RIGHTS OF CHANGE RESERVED
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40 DUAL STAGE HIGH-PRESSURE REGULATORS

SERIES D 235 DUAL STAGE HP REGULATOR

WWW.TEESING.COM

APPLICATIONS KEY FEATURES
- Diaphragm/bellow dual
stage - Designed for cylinder regulator applications. - The D 235 requlator is based on the S 20 proven
§ :’ulrlty up to 6:0 - Ideally suited for pure, inert and mildly corrosive gas bellow technology.
- r:) etbpreszure. ' applications requiring a very stable outlet pressure - Accurate pressure control for reliable service
f)u?leta;efssu(:gs') together with a very sensitive set up of this outlet and guarantees a stable outlet pressure due to
; : ressure. the combination of the diaphragm and bellow
1/3/10 bar (14.5/44/145 psi) P technology phreg
- Compact and lightweight design.
* Compact and - (an also be equipped with a needle or shut off valve
lightweight design at the outlet.

* Tinlet/2 outlets

* 0, application compatible
* Inlet/outlet pressure gauges
* 1 safety relief valve

Special requirements on request
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DUAL STAGE HIGH-PRE

SPECIFICATIONS
WWW.TEESING.COM
Female ports 16x1.336 (inlet) - G 3% (outlet) Weight +1,4kg Inlet pressure 300 bar
or +3.0lbs 4350 psi
VaNPT (inlet/outlet)
Seatseal PTFE (1% stage) Leak rate 10 mbar £/s He Outlet pressure 1/3/10 bar
EPDM (2" stage) 14.5/44/145 psi
0-ting E%%M - Standard Temperature range - 20°C to + 60°C Nominal Flow 1/2/5,5Nmé/h (N,)
EPM -4°Fto + 140°F
Diaph
iaphragm  AIS| 304 Gauges High and low pressure Oxygenuse OK for brass and stainless steel
Bellow Bronze (Brass version) (M10x 1 or % NPT)
AISI 316L (SS version)
FLOW CURVES
FLOW CURVE D 235-1 REGULATOR FLOW CURVE D 235-3 REGULATOR
PRESSURE SET: Tbar/ 14.5 psi PRESSURE PRESSURE SET: 3 bar / psi43.5 psi PRESSURE

bar psi

17.4

Blue line P1 =300 bar / 4350 psi
Red line P1 =150 bar / 2175 psi

\ggmne P1=75bar/1088psi | *°

OUTLET PRESSURE- bar and psi

bar

1,5bar/21.75 psi psi

Blue line P1 =300 bar / 4350 psi
Red line P1 =150 bar / 2175 psi
Green line P1=75bar/ 1088 psi | ss

OUTLET PRESSURE- bar and psi

e —
0.20 29 o “s
0.5 7.25
0.00 0 0.0 0
0 1 2 3 4 [ 1 2 3 4 5 6 7 8
7 (33) (50) (67, “7) (33) (50) (67) (83) (100) (17) (167)
FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,) FLOW RATE - Nm*/h (NIpm) in Nitrogen (N,)
FLOW CURVE D 235-10 REGULATOR
PRESSURE SET: 10 bar / 145 psi PRESSURE
bar 5bar/72.5 psi psi
2,5bar/36.25 psi
12 174
" 159.5
g 10 145
T 9 \-\ 1305
g 8 116
a2, Blue Line P1=300 bar / 4350 psi | 1o,
s, Redline P1=150bar/ 2175 psi | -
a Green line P1=75 bar / 1088 psi
E 5 725
'5 3 435
o
2 29
1 145
0 0
0 1 2 3 4 5 6 7 8 9 10
(7) (33) (50) (67) (83) (100) (117) (133) (150) (167)
FLOW RATE - Nm?/h (NIpm) in Nitrogen (N,)
PRODUCT CONFIGURATOR
Body Material Outlet Pressure End Connections 0-ring Material Gauges
Chrome plated L 1 bar 1 In:16x1.336 G EPDM - Standard Without 0
brass 14.5 psi Out:G¥%
Stainless steel | 3bar 3 WNPT-NPT N NBR With 1
44 psi
10 bar 10 FPM
145 psi
ALL RIGHTS OF CHANGE RESERVED * ROTAREX
* * EQUIPMENT
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42 DUAL STAGE HIGH-PRESSURE REGULATORS

SERIES D 235-0.1 DUAL STAGE HP REGULATOR

WWW.TEESING.COM

: APPLICATIONS KEY FEATURES

- Diaphragm dual stage
- Purityup 106.0 - Designed for cylinder regulator applications. - The DL 235-0.1 requlator is based on the
- Inlet pressure: - Ideally suited for pure, inert and mildly corrosive gas SL20-0.1 proven low pressure regulator.

300 bar (4350 psi) applications requiring a very stable, very sensitive - Guarantees a stable low flow due to the large
- Outlet pressure: and very low outlet pressure. diaphragm.

0,1 bar (1.45 psi) - Could be also equipped with a needle or shut off valve

at the outlet.

# Compact and light-
weight design
* Tinlet/2 outlets
* 0, application compatible
(brass only)
* Inlet/outlet pressure gauges
# 1 safety relief valve

Special requirements on request

179 mm / (7.05") 113 mm / (4.45") ®50mm~ (1.97")
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DUAL STAGE HIGH-PRE

WWW.TEESING.COM

SPECIFICATIONS
Female ports 16 1.336 (inlet) - G 3
(outlet) or
Va NPT (inlet/outlet)

Seatseal P(TFE
0-ring EPDM - Standard
NBR

FPM
Diaphragm A|S| 304

FLOW CURVES

Weight

Leak rate

Temperature range

Gauges

+145kg
+3.21bs
10" mbar £/s He

-20°Cto + 60°C
-4°Fto + 140°F

High and low pressure
(M10x 1 or % NPT)

Inlet pressure 300 bar
4350 psi

Outlet pressure 0,1 bar
1.4psi

Nominal Flow 0,5 Nmé/h (N,)

Oxygen use Brass only

PRESSURE
bar

FLOW CURVE D 235-0.1 - REGULATOR
SET: 0,1 bar / 1.45 psi

PRESSURE
psi

OUTLET PRESSURE- bar and psi

Blue line P1=300 bar /4350 psi | 1.60
Red line P1 =150 bar / 2175 psi ’
Green line P1=75bar /1088 psi | 1.45

r1.31
r1.16
r 1.02
r 0.87
r 073
r 0.58

r 0.44

ALL RIGHTS OF CHANGE RESERVED

FLOW RATE -

PRODUCT CONFIGURATOR

1
(17)

Nm3/h (NIpm) in Nitrogen (N,)

1‘.5 2
(25) (33)

Body Material

Chrome plated L
brass

WWW.TEESING.COM | +3170413 07 50

End Connections 0-ring Material Gauges
In:16x1.336 16  EPDM - Standard Without 0
Out: G%

NPT % N NBR With 1
(inlet/outlet)
FPM

X ROTAREX
* * EQUIPMENT
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